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Did you identify and preserve natural infiltration capacity? If so, how? If not, why? 

Yes; Although the site was found to have infiltration rates below 1.6 in/hr, care will be taken in 
constructing the water quality basins to protect what infiltration we do have on site. Sub-drains will be 
used in the water quality basins. Open space landscaping is implemented throughout the site where 
feasible will minimizing the proposed impervious surfaces such as street and sidewalk widths to the 
allowable minimums. 
 

Did you identify and minimize impervious area? If so, how? If not, why? 

Yes; Within the development envelope, streets and sidewalks were minimized in order to meet the 
required overall landscaping percentage of the site. All open space areas within the development 
envelope are landscaped. 
 
Did you identify and disperse runoff to adjacent pervious areas? If so, how? If not, why? 

Yes; All the runoff from the roofs will be directed to adjacent landscape open spaces prior to converging 
within the street rights-of-way.  Runoff collected by the proposed catch basins and storm drain will 
ultimately outlet into a proposed BMP basin located at the northeast corner of the property before 
discharging into the future storm drain inlet to the north. Where feasible, self-retaining areas were 
implemented within proposed landscape areas throughout the site which collect runoff from adjacent 
impervious areas. All site runoff will drain to water quality treatment areas before entering the existing 
storm drain. This disconnection of impervious surfaces will allow for multiple opportunities for the runoff 
to infiltrate. 
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D.2 Harvest and Use Assessment 
Please check what applies: 

      ��  Reclaimed water will be used for the non-potable water demands for the project. 

�� Downstream water rights may be impacted by Harvest and Use as approved by the Regional 
Board (verify with the Copermittee).  

�� The Design Capture Volume will be addressed using Infiltration Only BMPs. In such a case, 
Harvest and Use BMPs are still encouraged, but it would not be required if the Design Capture 
Volume will be infiltrated or evapotranspired.  

If any of the above boxes have been checked, Harvest and Use BMPs need not be assessed for the site. If 
none of the above criteria applies, follow the steps below to assess the feasibility of irrigation use, toilet 
use and other non-potable uses (e.g., industrial use). 

 

Irrigation Use Feasibility �t Not Feasible 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for Irrigation 
Use BMPs on your site: 

Step 1: Identify the total area of irrigated landscape on the site, and the type of landscaping used. 

 Total Area of Irrigated Landscape: 3.32 acres 

 Type of Landscaping (Conservation Design or Active Turf): Active Turf 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for irrigation use. Depending on the configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or parts 
of the site, to evaluate reasonable scenarios for capturing and storing runoff and directing the 
stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: 14.38 acres 

Step 3: Cross reference the Design Storm depth for the project site (see Exhibit A of the WQMP 
Guidance Document) with the left column of Table 2-3 in Chapter 2 to determine the minimum 
area of Effective Irrigated Area per Tributary Impervious Area (EIATIA). 

 Enter your EIATIA factor: 0.40 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum irrigated area that would be required.  

 Minimum required irrigated area: 5.75 acres 

Step 5: Determine if harvesting stormwater runoff for irrigation use is feasible for the project by 
comparing the total area of irrigated landscape (Step 1) to the minimum required irrigated area 
(Step 4). 

 

Minimum required irrigated area (Step 4) Available Irrigated Landscape (Step 1) 

5.75 acres 3.32 acres 
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Toilet Use Feasibility �t Not Feasible 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for toilet 
flushing uses on your site: 

Step 1: Identify the projected total number of daily toilet users during the wet season, and account for 
any periodic shut downs or other lapses in occupancy: 

 Projected Number of Daily Toilet Users: 384 toilet users 

 Project Type: Residential 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for toilet use.  Depending on the configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or parts 
of the site, to evaluate reasonable scenarios for capturing and storing runoff and directing the 
stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: 14.38 acres 

Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 2-
2 in Chapter 2 to determine the minimum number or toilet users per tributary impervious acre 
(TUTIA). 

 Enter your TUTIA factor: 96.2 tu/ac 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of toilet users that would be required.  

 Minimum number of toilet users: 1,384 users 

Step 5: Determine if harvesting stormwater runoff for toilet flushing use is feasible for the project by 
comparing the Number of Daily Toilet Users (Step 1) to the minimum required number of toilet 
users (Step 4). 

 

Minimum required Toilet Users (Step 4) Projected number of toilet users (Step 1) 

1,384 Toilet Users 384 toilet users 
 

Other Non-Potable Use Feasibility �t Not Feasible 

Are there other non-potable uses for stormwater runoff on the site (e.g. industrial use)? See Chapter 2 of 
the Guidance for further information.  If yes, describe below. If no, write N/A. 

N/A 

Step 1: Identify the projected average daily non-potable demand, in gallons per day, during the wet 
season and accounting for any periodic shut downs or other lapses in occupancy or operation. 

 Average Daily Demand: Projected Average Daily Use (gpd) 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for the identified non-potable use. Depending on the 
configuration of buildings and other impervious areas on the site, you may consider the site as 
a whole, or parts of the site, to evaluate reasonable scenarios for capturing and storing runoff 
and directing the stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: Insert Area (Acres) 
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Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 2-
4 in Chapter 2  to determine the minimum demand for non-potable uses per tributary 
impervious acre. 

 Enter the factor from Table 2-4: Enter Value 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of gallons per day of non-potable use that would be required.  

 Minimum required use: Minimum use required (gpd) 

Step 5: Determine if harvesting stormwater runoff for other non-potable use is feasible for the project 
by comparing the projected average daily use (Step 1) to the minimum required non-potable 
use (Step 4). 

 

Minimum required non-potable use (Step 4) Projected average daily use (Step 1) 

N/A N/A 
 

If Irrigation, Toilet and Other Use feasibility anticipated demands are less than the applicable minimum 
values, Harvest and Use BMPs are not required and you should proceed to utilize LID Bioretention and 
Biotreatment per Section 3.4.2 of the WQMP Guidance Document. 

 

D.3 Bioretention and Biotreatment Assessment 
Other LID Bioretention and Biotreatment BMPs as described in Chapter 2.4.7 of the WQMP Guidance 
Document are feasible on nearly all development sites with sufficient advance planning. 

Select one of the following: 

��  LID Bioretention/Biotreatment BMPs will be used for some or all DMAs of the project as noted 
below in Section D.4 (note the requirements of Section 3.4.2 in the WQMP Guidance Document). 

��  A site-specific analysis demonstrating the technical infeasibility of all LID BMPs has been 
performed and is included in Appendix 5. If you plan to submit an analysis demonstrating the 
technical infeasibility of LID BMPs, request a pre-submittal meeting with the Copermittee to 
discuss this option.  Proceed to Section E to document your alternative compliance measures. 
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D.4 Feasibility Assessment Summaries 
From the Infiltration, Harvest and Use, Bioretention and Biotreatment Sections above, complete Table D.2 
below to summarize which LID BMPs are technically feasible, and which are not, based upon the 
established hierarchy. 
 
Table D.2 LID Prioritization Summary Matrix 

DMA 
Name/ID 

LID BMP Hierarchy No LID 
(Alternative 
Compliance) 1. Infiltration 2. Harvest and use 3. Bioretention 4. Biotreatment 

DMA A      
 

For those DMAs where LID BMPs are not feasible, provide a brief narrative below summarizing why they 
are not feasible, include your technical infeasibility criteria in Appendix 5, and proceed to Section E below 
to document Alternative Compliance measures for those DMAs. Recall that each proposed DMA must 
pass through the LID BMP hierarchy before alternative compliance measures may be considered. 

Insert narrative description here. 
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Section E: ���o�š���Œ�v���š�]�À�������}�u�‰�o�]���v�������~�>�/�����t���]�À���Œ���W�Œ�}�P�Œ���u�• 
LID BMPs are expected to be feasible on virtually all projects. Where LID BMPs have been demonstrated 
to be infeasible as documented in Section D, other Treatment Control BMPs must be used (subject to LID 
waiver approval by the Copermittee). Check one of the following Boxes: 

��  LID Principles and LID BMPs have been incorporated into the site design to fully address all 
Drainage Management Areas. No alternative compliance measures are required for this project 
and thus this Section is not required to be completed. 

- Or    - 

��  The following Drainage Management Areas are unable to be addressed using LID BMPs. A site-
specific analysis demonstrating technical infeasibility of LID BMPs has been approved by the Co-
Permittee and included in Appendix 5. Additionally, no downstream regional and/or sub-regional 
LID BMPs exist or are available for use by the project. The following alternative compliance 
measures on the following pages are being implemented to ensure that any pollutant loads 
expected to be discharged by not incorporating LID BMPs, are fully mitigated. 
 

List DMAs here. 
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E.2 Stormwater Credits 
Projects that cannot implement LID BMPs but nevertheless implement smart growth principles are 
potentially eligible for Stormwater Credits. Utilize Table 3-8 within the WQMP Guidance Document to 
identify your Project Category and its associated Water Quality Credit. If not applicable, write N/A.  
 

Table E.2 Water Quality Credits 
Qualifying Project Categories Credit Percentage2 
  
Total Credit Percentage1  
1Cannot Exceed 50% 
2Obtain corresponding data from Table 3-8 in the WQMP Guidance  Document 

 

E.3 Sizing Criteria 
After you appropriately considered Stormwater Credits for your project, utilize Table E.3 below to 
appropriately size them to the DCV, or Design Flow Rate, as applicable. Please reference Chapter 3.5.2 of 
the WQMP Guidance Document for further information. 

 
Table E.3 Treatment Control BMP Sizing 

DMA 
Type/ID 

DMA 
Area 
(square 
feet) 

Post-
Project 
Surface 
Type 

Effective 
Impervious 
Fraction, If 

DMA 
Runoff 
Factor 

DMA 
Area x 
Runoff 
Factor 

 

Enter BMP Name / Identifier Here 
  [A]   [B]  [C] [A] x [C]   

            

Design 
Storm 
Depth 
(in) 

Minimum 
Design 
Capture 
Volume or 
Design Flow 
Rate (cubic 
feet or cfs) 

 
 
Total Storm 
Water 
Credit % 
Reduction 
 

Proposed 
Volume 
or Flow 
on Plans 
(cubic 
feet or 
cfs) 

 AT = 
���>�$�@  

 ��� ���>D] [E] �>�	�? 
L��
�>�� �?�š�>���?��

�>�
 �?
 [F] X (1-

[H])  
[I] 

[B], [C] is obtained as described in Section 2.3.1 from the WQMP Guidance Document 
[E] is for Flow-Based Treatment Control BMPs [E] = .2, for Volume-Based Control Treatment BMPs, [E]  obtained from Exhibit A in the WQMP 
Guidance Document 
[G] is for Flow-Based Treatment Control BMPs [G] = 43,560, for Volume-Based Control Treatment BMPs, [G] = 12 
[H] is from the Total Credit Percentage as Calculated from Table E.2 above 
[I] as obtained from a design procedure sheet from the BMP manufacturer and should be included in Appendix 6 
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E.4 Treatment Control BMP Selection 
Treatment Control BMPs typically provide proprietary treatment mechanisms to treat potential pollutants 
in runoff, but do not sustain significant biological processes. Treatment Control BMPs must have a removal 
efficiency of a medium or high effectiveness as quantified below: 

�x High: equal to or greater than 80% removal efficiency  
�x Medium: between 40% and 80% removal efficiency 

Such removal efficiency documentation (e.g., studies, reports, etc.) as further discussed in Chapter 3.5.2 
of the WQMP Guidance Document, must be included in Appendix 6. In addition, ensure that proposed 
Treatment Control BMPs are properly identified on the WQMP Site Plan in Appendix 1. 

 
Table E.4 Treatment Control BMP Selection  

Selected Treatment Control BMP 
Name or ID1 

Priority Pollutant(s) of 
Concern to Mitigate2 

Removal Efficiency 
Percentage3 

Extended Detention Basin Nutrients, Sediments Medium 
1 Treatment Control BMPs must not be constructed within Receiving Waters. In addition, a proposed Treatment Control BMP may be 
listed more than once if they possess more than one qualifying pollutant removal efficiency. 
2 Cross Reference Table E.1 above to populate this column. 
3 As documented in a Co-Permittee Approved Study and provided in Appendix 6. 
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Section F: �,�Ç���Œ�}�u�}���]�(�]�����š�]�}�v 
F.1 Hydrologic Conditions of Concern (HCOC) Analysis 
Once you have determined that the LID design is adequate to address water quality requirements, you 
will need to assess if the proposed LID Design may still create a HCOC. Review Chapters 2 and 3 (including 
Figure 3-7) of the WQMP Guidance Document to determine if your project must mitigate for 
Hydromodification impacts. If your project meets one of the following criteria which will be indicated by 
the check boxes below, you do not need to address Hydromodification at this time.  However, if the 
project does not qualify for Exemptions 1, 2 or 3, then additional measures must be added to the design 
to comply with HCOC criteria. This is discussed in further detail below in Section F.2. 

 

HCOC EXEMPTION 1: The Priority Development Project disturbs less than one acre. The Copermittee 
has the discretion to require a Project-Specific WQMP to address HCOCs on projects less than one 
acre on a case by case basis. The disturbed area calculation should include all disturbances associated 
with larger common plans of development. 

 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, HCOC criteria do not apply. 

 

HCOC EXEMPTION 2: The volume and time of concentration1 of storm water runoff for the post-
development condition is not significantly different from the pre-development condition for a 2-year 
return frequency storm (a difference of 5% or less is considered insignificant) using one of the 
following methods to calculate: 

�x Riverside County Hydrology Manual 

�x Technical Release 55 (TR-55): Urban Hydrology for Small Watersheds (NRCS 1986), or 
derivatives thereof, such as the Santa Barbara Urban Hydrograph Method 

�x Other methods acceptable to the Co-Permittee 
 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, report results in Table F.1 below and provide your substantiated hydrologic analysis in 
Appendix 7. 
Table F.1 Hydrologic Conditions of Concern Summary 

 2 year �t 24 hour 

Pre-condition Post-condition % Difference 

Time of 
Concentration 

INSERT VALUE INSERT VALUE INSERT VALUE 

Volume (Cubic Feet) INSERT VALUE INSERT VALUE INSERT VALUE 

1 Time of concentration is defined as the time after the beginning of the rainfall when all portions of the drainage basin 
are contributing to flow at the outlet. 
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HCOC EXEMPTION 3: All downstream conveyance channels to an adequate sump (for example, 
Prado Dam, Lake Elsinore, Canyon Lake, Santa Ana River, or other lake, reservoir or naturally 
erosion resistant feature) that will receive runoff from the project are engineered and regularly 
maintained to ensure design flow capacity; no sensitive stream habitat areas will be adversely 
affected; or are not identified on the Co-Permittees Hydromodification Susceptibility Maps. 

 
Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, HCOC criteria do not apply and note below which adequate sump applies to this HCOC 
qualifier: 

The proposed developed outlets into the future drainage system of the adjacent development 
including their BMP basin. Their system outlets into the future RCFC & WCD MDP Line A which 
connects to the Romoland channel. Ultimately the runoff ends up in the Canyon Lake Reservoir. 

 

F.2 HCOC Mitigation 
If none of the above HCOC Exemption Criteria are applicable, HCOC criteria is considered mitigated if they 
meet one of the following conditions: 

a. Additional LID BMPS are implemented onsite or offsite to mitigate potential erosion or habitat 
impacts as a result of HCOCs. This can be conducted by an evaluation of site-specific conditions 
utilizing accepted professional methodologies published by entities such as the California 
Stormwater Quality Association (CASQA), the Southern California Coastal Water Research Project 
(SCCRWP), or other Co-Permittee approved methodologies for site-specific HCOC analysis. 
   

b. The project is developed consistent with an approved Watershed Action Plan that addresses 
HCOC in Receiving Waters. 
 

c. Mimicking the pre-development hydrograph with the post-development hydrograph, for a 2-year 
return frequency storm. Generally, the hydrologic conditions of concern are not significant, if the 
post-development hydrograph is no more than 10% greater than pre-development hydrograph. 
In cases where excess volume cannot be infiltrated or captured and reused, discharge from the 
site must be limited to a flow rate no greater than 110% of the pre-development 2-year peak flow.  

Be sure to include all pertinent documentation used in your analysis of the items a, b or c in Appendix 7. 

C. TR55 Method has been used to determine the Hydromodification Volume required. This volume was 
compared with the Water Quality Vbmp and the larger of the two volumes was used to size the BMPs. In 
this case, it was determined that the Water Quality Vbmp governed the sizing of the BMP.   
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Appendix 1:  Maps and Site Plans 
Location Map, WQMP Site Plan and Receiving Waters Map 
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